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® 7" 1024 x 600 IPS LCD, LED 25¢:#%
O fHEESAI AN
® i 4 GB {7 B N EEE
® COM2 J% COM3 RS-485 2W % MPI 187.5K [5]H% 5%
—fEA
@® CAN Bus #% CANopen, CAN Bus 2.0A/2.0B,
SAE J1939
® iR
©® G A FEBEREIE 10.5~28VDC
® NEMA4 / IP65 [l 4k
® N7 EasyAccess 2.0 fZfE
VNG 77 IPS
FEERFT IS 1024 x 600
STRE (cd/m®) 450
HEEE 800:1
CEVIN =g i LED
oz, >25,000 /[N
=V 16.7M
LCD wA[#ifs (T/B/ILIR) 85/85/85/85
2EFE (mm) 0.1506 (H) x 0.1432 (V)
FEY IECEEE R
BRI s BIFE BRE)22%, TE(Y)E2%
S0 TREJECIERS (Flash) 4GB
R FREECIEARS (RAM) 1GB
PRI 32-bit RISC 1GHz
SD N/A
USB Host USB2.0x1
USB Client N/A
LAN 1: 10/100/1000 Base-T x 1
Py S LAN 2: 10/100 Base-T x 1
Con.A: COM2 RS-485 2W/4W, COM3 RS- ,
WEANE IR Con.B: COM1/COM3 RS-ZI?;*S WL CAN B
RS-485 P2 88 5 i N/A
CAN Bus Yes
HDMI N/A
L =1 et N/A
2 LN N/A
BERE A
i AR 10.5~28VDC
EERE e
N JHFEEER 2A@12VDC ; 1A@24VDC
B it 2 R 500VAC (1 534#)
G [HT #His 50MQ at 500VDC
DiEE) 10 to 25Hz (X, Y, Z fifiia 2G 30 4348)
PCB Z)& Yes
INEIE TEVERE
HNE R < WxXHXD 200.3 x 146.3 x 35.0 mm
KU BAFLR T 192 x 138 mm
EE %7 0.6 kg
T THIAR 2255
PB4k UL Type 4X (indoor use only) / NEMA4 / IP65 Compliant Front Panel
- FEFIRBDORE -20° ~ 60°C (-4° ~ 140°F)
PRIFRS BIERBAE 0° ~ 50°C (32° ~ 122°F)
T IRIRIE 10% ~ 90% (FE%4E)
CE CE marked
o UL cULus Listed
HREE EasyBuilder Pro V6.00.01 B¥ 5 A

*i&% COM3 72 RS-232 [l » COML1 (1] RS-232 HAE(H ] Tx & Rx (474 RTS/CTS)
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Bottom View
Con.B: s
a | 5B e | COM1 RS-232, Ve =i
COM3 RS-232 O RP0060700 (FZHEpHT)
b | rb@#&k f | USB Host 7 B
c ?é/ﬁfﬁlj g LAN 2 0 RZUSK7010 (BZEANHT)
Con.A: USBIE[E H BT
COM2 RS-485 2W/AW,
d | com3 RS-485 2w, h | LAN1
CAN Bus
Fal L B 2

Con.B: COM1/COM3[RS232], 9 &f, /AEE, D&

PIN# | comi[Rs232] COM3 [RS232]

1

2 RxD

3 TxD

4

5 GND

6

7 RTS TxD
8 CTS RxD
9

Con.A: COM2 / COM3 [RS485]/ CAN Bus, 9 &F, £, D &

[RS485]2W RS485]4W [RS485]2W | Bus
1 Data-
2 Data+ Rx+
3 Tx-
4 Tx+
5 GND
6 Data-
7 CAN_L
8 CAN_H
9 Data+
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